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Up-And Down Lighting LED Panel

- \ Description

*

Reasonable lighting configuration design, 30% uplight and
70% downlight .distribution (20%/30%/50% uplight distribu-
tion are optional)

Unique design., high quality of surface processing.

*

*

The surface is very clean and glossy, the light is soft and no
glaring.

*

Built-in high efficiency flicker free driver.

Energy-saving, long lifespan, good CRI, easy installation.

*

*

UGR<19,CRI>90,SDCM<5.
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Application
+ Hotel - Commercial Purpose « Meeting Room
E
= + School + Residential & Institution « Factory & Office
- Hospital « Other lighting location
Dimensions
Unit: mm
1195mm 27mm
195mm
1195mm 27mm
295mm

Photoelectric

Luminous Luminous

Model Number: Power  Dimension : Beam Angle

Surface Efficiency

upP 50 LM/W 2000LM 25 160°
GLM-SPL 12020B-40W 40W 1195%195*27mm 200-240V 90 4014

DOWN 55 LM/W 2200LM 19 120-140°

UupP 50 LM/W 2500LM 25 160°
GLM-SPL 12020B-50W 50W 1195*195*27mm 200-240V 90 4014

DOWN 55 LM/W 2750LM 19 120-140°

UP 60 LM/W 2400LM 24 160°
GLM-SPL 12030B-40W 40W 1195%195*27mm 200-240V 90 4014

DOWN 65 LM/W 2600LM 19 120-140°

uP 55 LM/W 2750LM 24 160°
GLM-SPL12030B -50W 50W 1195%195*27mm 200-240V 90 4014

DOWN 60 LM/W 3000LM 19 120-140°

*Specifications using 5700K and subject to change. All parameters +/ - 10%.
*Available 3W on a per project basis.
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UP-And Down Lighting LED Panel

Driver

Input AC200-240V Operating Temperature -20°C~50°C
Storage Temperature -20°C~60°C
Frequency 50Hz
Operating Humidity 90% Rh or below(@-20°C~40°C)
Output Voltage DC30-42V icati
Application Area Indoors
Relevant EN55015 | EN550221| IEC61347-1 Lifespan 50,000 Hrs
Power Factor >0.9
I ‘ u g
ol | 120°
THD <20% 50000h ;?)5630 <1s 0.0mg 40

Power Efficiency >85%

Protection Surge | Short Circuit | Over Voltage | Over Current | Over Temp.
LED Type 4014

MTBF Minimum MTBF 50,000 hours at 100% load & 40°C
Color Accuracy(CRI) 80

Color Temperature 3000K/4000K/5000K/5700K

Safety hanging wire 3 0 %

Fixed to ceiling, can adjust the UPLIGHT

installation height freely

b LED Board 3 t

’r Unique process design, good heat

dissipation,more uniform luminescence

Internal Driver
’—Safety internal driver, perfect

appearance

Advanced optics

The ultra-thin PMMA light guides
hamess the raw flux LEDs

AN
| ’ 7 0 % 80% 70% 50% downlight
J distribution are optional
Extruded Aluminum Housing DOWNLIGHT

Super thickness and strength frame,
much stronger

LUMINOUS INTENSITY DISTRIBUTION DIA Suspended type

-/+180

)
Drill holes of ¢ 5mm /1

" Fishlike
AN p\asy}\c
anchor \ _AC input line

LED Panel Light

Main Power Switch

-60 60
\ UNIT:cd 1.Drilling holes in the ceiling and locking the suspension rope ;
N\ ~_C0/180,123.5deg 2.Attach other end to panel;
-30 30 C€30/210,122. 6deg 3.Turn off the main power switch and connect the power cord of the lamps ;
——C60/240,122.4deg 4.Using a Spirit Level, adjust cable length to suit desired height.
0 €90/270,122. 7deg

AVERAGE BEAM ANGLE (50%) :160.0 DEG(UP)+ 120.0 DEG (DOWN)

GLM-SPL12030B-40W

Single Batten Datasheet 2/2 ‘ WWW .g I ea m i a . n et



